
ʈʦʟʥʠʯʥʳʡ ʧʨʘʡʩ-ʣʠʩʪ LOWARA 2011

Self priming

Liquid temperature: -10 ÁC õ +40ÁC

Max operating pressure:8 bar

Speed: 50 Hz, 2850 min-1

Enclosure class: IP 55

Insulation class: F

Mechanical seal: ceramica-carbone-NBR

Elastomers: NBR

Notes:

Type Price P.Number Fam Voltage

ú in out V kW Hp

BGM3 190,00 107320000 7G 1 ı 1 1 x 230 0,37 0,50 10 õ 50 31 õ 14

BGM5 195,00 107320010 7G 1 ı 1 1 x 230 0,55 0,75 10 õ 60 36 õ 19

BGM7 199,00 107320020 7G 1 ı 1 1 x 230 0,75 1,00 20 õ 60 38 õ 26

BGM9 224,00 107320030 7G 1 ı 1 1 x 230 0,90 1,20 20 õ 65 41 õ 29

BGM11 288,00 107320040 7G 1 ı 1 1 x 230 1,10 1,50 20 õ 70 46 õ 30

BG3 190,00 107320060 7G 1 ı 1 3 x 400 0,37 0,50 10 õ 50 31 õ 14

BG5 195,00 107320070 7G 1 ı 1 3 x 400 0,55 0,75 10 õ 60 36 õ 19

BG7 199,00 107320080 7G 1 ı 1 3 x 400 0,75 1,00 20 õ 60 38 õ 26

BG9 224,00 107320090 7G 1 ı 1 3 x 400 0,90 1,20 20 õ 65 41 õ 29

BG11 282,00 107320100 7G 1 ı 1 3 x 400 1,10 1,50 20 õ 70 46 õ 30

Port Power Performance

Q  [l/min] H  [m]

Surface Pumps

BG

Self-priming close-coupled centrifugal pumps with built-in ejector system, designed

to remain primed even in the presence of water-dissolved gases. Suitable for use 
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Horizontal multistage

Liquid temperature: -10 ÁC õ +60ÁC

Max operating pressure: 8 bar

Speed: 50 Hz, 2850 min
-1

Enclosure class: IP 55

Insulation class: F

Mechanical seal: Ceramic-carbon-EPDM

Elastomers: EPDM

Alternative material:

XAA Ceramic-carbon-FPM

XNA Tungsten carbide - Silicon Carbide -FPM
See section 9-Options for extra price

Type Price P.Number Fam Voltage

ú in out V kW Hp

2HM3 259,00 107300000 7L 1 ı 1 1 x 230 0,30 0,40 20 õ 70 21 õ 9

2HM4 271,00 107300010 7L 1 ı 1 1 x 230 0,45 0,60 20 õ 70 32 õ 15

2HM5 288,00 107300020 7L 1 ı 1 1 x 230 0,55 0,75 20 õ 70 42 õ 20

2HM7 320,00 107300030 7L 1 ı 1 1 x 230 0,75 1,00 20 õ 70 53 õ 26

4HM4 262,00 107300100 7L 1 ı 1 1 x 230 0,45 0,60 40 õ 120 20 õ 8

4HM5 276,00 107300110 7L 1 ı 1 1 x 230 0,55 0,75 40 õ 120 29 õ 12

4HM7 310,00 107300120 7L 1 ı 1 1 x 230 0,75 1,00 40 õ 120 40 õ 18

4HM9 355,00 107300130 7L 1 ı 1 1 x 230 0,90 1,20 40 õ 120 51 õ 24

2HM3Z     259,00 107300200 7L 1 ı 1 1 x 230 0,30 0,40 20 õ 70 20 õ 8

2HM4Z     271,00 107300210 7L 1 ı 1 1 x 230 0,45 0,60 20 õ 70 30 õ 12

2HM5Z     288,00 107300220 7L 1 ı 1 1 x 230 0,55 0,75 20 õ 70 40 õ 17

2HM7Z     319,00 107300230 7L 1 ı 1 1 x 230 0,75 1,00 20 õ 70 51 õ 21

4HM4Z     262,00 107300300 7L 1 ı 1 1 x 230 0,45 0,60 40 õ 120 19 õ 8

4HM5Z     276,00 107300310 7L 1 ı 1 1 x 230 0,55 0,75 40 õ 120 29 õ 12

4HM7Z     310,00 107300320 7L 1 ı 1 1 x 230 0,75 1,00 40 õ 120 40 õ 17

4HM9Z     355,00 107300330 7L 1 ı 1 1 x 230 0,90 1,20 40 õ 120 48 õ 20

2HM3T 259,00 107300050 7L 1 ı 1 3 x 400 0,30 0,40 20 õ 70 21 õ 9

2HM4T 271,00 107300060 7L 1 ı 1 3 x 400 0,45 0,60 20 õ 70 32 õ 15

2HM5T 288,00 107300070 7L 1 ı 1 3 x 400 0,55 0,75 20 õ 70 42 õ 20

2HM7T 319,00 107300080 7L 1 ı 1 3 x 400 0,75 1,00 20 õ 70 53 õ 26

4HM4T 262,00 107300150 7L 1 ı 1 3 x 400 0,45 0,60 40 õ 120 20 õ 8

4HM5T 276,00 107300160 7L 1 ı 1 3 x 400 0,55 0,75 40 õ 120 29 õ 12

4HM7T 310,00 107300170 7L 1 ı 1 3 x 400 0,75 1,00 40 õ 120 40 õ 18

4HM9T 355,00 107300180 7L 1 ı 1 3 x 400 0,90 1,20 40 õ 120 51 õ 24

Q  [l/min] H  [m]

Surface Pumps

HM

Modern-design noiseless high-efficiency pumps, available in the HM version for

domestic applications. HMZ version suitable for critical suction applications.

To determine the code of the electric pump with mechanical seal and O-rings made of 

alternative materials, the extension shown below must be added to the standard code.

Port Power Performance
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Horizontal multistage made of AISI316

Liquid temperature: -10 ÁC õ +110ÁC

Max operating pressure: 8 bar

Speed: 50 Hz, 2850 min
-1

Enclosure class: IP 55

Insulation class: F

Mechanical seal: Ceramic-carbon-EPDM

Elastomers: EPDM

Alternative material:

XAA Ceramic-carbon-FPM

XNA Tungsten carbide - Silicon Carbide -FPM
See section 9-Options for extra price

Type Price P.Number Fam Voltage

ú in out V kW Hp

2HMS3 346,00 107310000 7L 1 ı 1 1 x 230 0,30 0,40 20 õ 70 18 õ 7

2HMS4R 372,00 107310010 7L 1 ı 1 1 x 230 0,45 0,60 20 õ 70 27 õ 10

2HMS4 404,00 107310020 7L 1 ı 1 1 x 230 0,45 0,60 20 õ 70 36 õ 14

2HMS7 518,00 107310030 7L 1 ı 1 1 x 230 0,75 1,00 20 õ 70 46 õ 18

4HMS3 348,00 107310100 7L 1 ı 1 1 x 230 0,30 0,40 40 õ 120 15 õ 7

4HMS4 372,00 107310110 7L 1 ı 1 1 x 230 0,45 0,60 40 õ 120 23 õ 10

4HMS5 409,00 107310120 7L 1 ı 1 1 x 230 0,55 0,75 40 õ 120 31 õ 13

4HMS7 519,00 107310130 7L 1 ı 1 1 x 230 0,75 1,00 40 õ 120 39 õ 17

2HMS3T 346,00 107310050 7L 1 ı 1 3 x 400 0,30 0,40 20 õ 70 18 õ 7

2HMS4RT 372,00 107310060 7L 1 ı 1 3 x 400 0,45 0,60 20 õ 70 27 õ 10

2HMS4T 404,00 107310070 7L 1 ı 1 3 x 400 0,45 0,60 20 õ 70 36 õ 14

2HMS7T 518,00 107310080 7L 1 ı 1 3 x 400 0,75 1,00 20 õ 70 46 õ 18

4HMS3T 348,00 107310150 7L 1 ı 1 3 x 400 0,30 0,40 40 õ 120 15 õ 7

4HMS4T 372,00 107310160 7L 1 ı 1 3 x 400 0,45 0,60 40 õ 120 23 õ 10

4HMS5T 409,00 107310170 7L 1 ı 1 3 x 400 0,55 0,75 40 õ 120 31 õ 13

4HMS7T 521,00 107310180 7L 1 ı 1 3 x 400 0,75 1,00 40 õ 120 39 õ 17

Port Power Performance

Q  [l/min] H  [m]

Surface Pumps

HMS

Modern-design noiseless high-efficiency pumps, available in the HMS version for

industrial applications (made entirely of AISI 316 stainless steel). 

To determine the code of the electric pump with mechanical seal and O-rings made of 

alternative materials, the extension shown below must be added to the standard code.
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Peripheral pumps P-PAB-PSA

Liquid temperature: -10 ÁC õ +40ÁC

Max operating pressure:8 bar

Speed: 50 Hz, 2850 min-1

Enclosure class: IP 44 (P), IP 55 (PSA-PAB)

Insulation class: F

Mechanical seal: carbon-ceramic-NBR

Elastomers: NBR

Versions available: PB version with bronze pump body for sea water.

PK version compatible with hot water up to 80ÁC.

PBK version with bronze pump body compatible with hot water up to 80ÁC.

PR version

Type Price P.Number Fam Voltage

ú in out V kW Hp

PM16/A 92,00 101130190 7B 1 1 1 x 230 0,30 0,40 10 õ 37 33 õ 5

PM21/A 118,00 101130115 7C 1 1 1 x 230 0,37 0,50 10 õ 40 37 õ 6

PM30/B 167,00 107490530 7C 1 1 1 x 230 0,55 0,75 10 õ 45 44 õ 9

PM40/B 173,00 107490540 7C 1 1 1 x 230 0,75 1,00 15 õ 45 47 õ 18

PM60/A 259,00 107490100 7C 1 1 1 x 230 1,10 1,50 20 õ 62 60 õ 16

PM70/A 213,00 107490120 7C Ĳ Ĳ 1 x 230 0,75 1,00 8 õ 35 82 õ 18

P16/A 101,00 101130010 7C 1 1 3 x 400 0,30 0,40 10 õ 37 33 õ 5

P21/A 118,00 101130030 7C 1 1 3 x 400 0,37 0,50 10 õ 40 37 õ 6

P30/B 167,00 107490580 7C 1 1 3 x 400 0,55 0,75 10 õ 45 44 õ 9

P40/B 173,00 107490590 7C 1 1 3 x 400 0,75 1,00 15 õ 45 47 õ 18

P60/A 259,00 107490140 7C 1 1 3 x 400 1,10 1,50 20 õ 62 60 õ 16

P70/A 213,00 107490160 7C Ĳ Ĳ 3 x 400 0,75 1,00 8 õ 35 82 õ 18

PBM16/A 164,00 101115410 7B 1 1 1 x 230 0,30 0,40 10 õ 37 33 õ 5

PBM21/A 178,00 101116145 7C 1 1 1 x 230 0,37 0,50 10 õ 40 37 õ 6

PB16/A 181,00 101111040 7C 1 1 3 x 400 0,30 0,40 10 õ 37 33 õ 5

PB21/A 178,00 101112000 7C 1 1 3 x 400 0,37 0,50 10 õ 40 37 õ 6

PKM16/A 111,00 101115480 7C 1 1 1 x 230 0,30 0,40 10 õ 37 33 õ 5

PKM30/B 190,00 107490630 7C 1 1 1 x 230 0,55 0,75 10 õ 45 44 õ 9

PKM40/B 198,00 107490640 7C 1 1 1 x 230 0,75 1,00 15 õ 45 47 õ 18

PKM70/A 218,00 107490210 7C Ĳ Ĳ 1 x 230 0,75 1,00 8 õ 35 82 õ 18

PK70/A 319,00 107490230 7C Ĳ Ĳ 3 x 400 0,75 1,00 8 õ 35 82 õ 18

PBK16/A 181,00 101118203 7C 1 1 3 x 400 0,30 0,40 10 õ 37 33 õ 5

PABLBM15 178,00 101110510 7C 1 1 1 x 230 0,37 0,50 8 õ 33 33 õ 5

PABM15 187,00 101110500 7C 1 1 1 x 230 0,37 0,50 8 õ 33 33 õ 5

PSAM70/A 210,00 107490000 7C İ İ 1 x 230 0,37 0,50 2 õ 16 82 õ 15

PSA70/A 210,00 107490020 7C İ İ 3 x 400 0,37 0,50 2 õ 16 82 õ 15

Surface Pumps

Peripheral pumps can develop high heads using powered motors.

Port Power Performance

Q  [l/min] H  [m]
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Peripheral reversible pumps PR

Version to be used with water: PR60E/A, PR80E/A. Water maximum temperature: 120ÁC

Version to be used with oil: PR60V/A, PR80V/A. Oil maximum temperature: 160ÁC

Pump body Cast iron

Motor pump bracket Cast iron

Impeller Nickel brass

Front flange Brass

Back wear ring and diskBrass

Mechanical seal E version CARBON/SILICON CARBIDE/EPDM/AISI 316 (temperature range: -40 õ120 CÁ)

V version SILICON CARBIDE/ SILICON CARBIDE/FPM/AISI 304 (temp. range: -20 õ160 CÁ)

Type Price P.Number Fam Voltage

ú in out V kW Hp

PR60E/A 299,00 107490300 7C 3 x 400 1,10 1,50 20 õ 70 53 õ 11

PR60V/A 303,00 107490310 7C 3 x 400 1,10 1,50 20 õ 70 53 õ 11

PR80E/A 333,00 107490350 7C 3 x 400 2,20 3,00 20 õ 140 60 õ 12

PR80V/A 342,00 107490360 7C 3 x 400 2,20 3,00 20 õ 140 60 õ 12

Self priming

Liquid temperature: -10 ÁC õ +40ÁC

Max operating pressure:8 bar

Speed: 50 Hz, 2850 min
-1

Enclosure class: IP 55

Insulation class: F

Mechanical seal: Ceramica-carbone-NBR

Elastomers: NBR

Alternative material:

XAA Ceramic-carbon-FPM

XBB Alumina-carbon-EPDM

See section 9-Options for extra price

Type Price P.Number Fam Voltage

ú in out V kW Hp

SP5 282,00 107500000 7D 1 1 1 x 230 0,55 0,75 10 õ 40 40 õ 12

SP7 287,00 107500010 7D 1 1 1 x 230 0,75 1,00 10 õ 45 48 õ 12

SP5T 282,00 107500030 7D 1 1 3 x 400 0,55 0,75 10 õ 40 40 õ 12

SP7T 287,00 107500040 7D 1 1 3 x 400 0,75 1,00 10 õ 45 48 õ 12

The main application of the PR60 electtropumps and PR80 reversible pumps is on

the thermoregulator machines for moulds of plastic material, for extrusion and

moulding, both

Port Power Performance

Q  [l/min] H  [m]

Q  [l/min] H  [m]

Surface Pumps

Surface Pumps

SP

Close-coupled self-priming peripheral pumps with side channel and star impeller.

Designed to remain primed even in the presence of water-dissolved gases and when

the suction line is not filled with liquid.

To determine the code of the electric pump with mechanical seal and O-rings made of alternative 

materials, the extension shown below must be added to the standard code.

Port Power Performance
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Single-impeller in AISI 304/316

Liquid temperature: -10 ÁC õ +85ÁC

-10 ÁC õ +110ÁC (V)

Max operating pressure: 8 bar

Speed: 50 Hz, 2850 min-1

Enclosure class: IP 55

Insulation class: F

Mechanical seal: Standard: ceramic-carbon-NBR

Version V: ceramic-carbon-FPM

Version N: Ceramic-carbon-EPDM

Type Price P.Number Fam Voltage

ú in out V kW Hp

CEA 70/3 206,00 107330130 7H 1 ı 1 3 x 400 0,37 0,50 30 õ 80 20 õ 13

CEA 70/5 215,00 107330140 7H 1 ı 1 3 x 400 0,55 0,75 30 õ 80 29 õ 20

CEA 80/5 222,00 107330150 7H 1 ı 1 3 x 400 0,75 1,00 30 õ 100 30 õ 21

CEA 120/3 236,00 107330160 7H 1 ı 1 3 x 400 0,55 0,75 60 õ 160 19 õ 9

CEA 120/5 274,00 107330170 7H 1 ı 1 3 x 400 0,90 1,20 60 õ 160 28 õ 17

CEA 210/2 291,00 107330180 7H 1 İ1 ı 3 x 400 0,75 1,00 120 õ 300 17 õ 10

CEA 210/3 322,00 107330190 7H 1 İ1 ı 3 x 400 1,10 1,50 120 õ 300 20 õ 14

CEA 210/4 349,00 107330200 7H 1 İ1 ı 3 x 400 1,50 2,00 120 õ 300 25 õ 19

CEA 210/5 377,00 107330210 7H 1 İ1 ı 3 x 400 1,85 2,50 120 õ 300 28 õ 23

CEA 370/1 398,00 107330220 7H 2 1 ı 3 x 400 1,10 1,50 180 õ 430 16 õ 8

CEA 370/2 412,00 107330230 7H 2 1 ı 3 x 400 1,50 2,00 200 õ 480 19 õ 11

CEA 370/3 424,00 107330240 7H 2 1 ı 3 x 400 1,85 2,50 200 õ 520 23 õ 13

CEA 370/5 616,00 101800260 7H 2 1 ı 3 x 400 3,00 4,00 200 õ 520 28 õ 19

Version V: ceramic-carbon-FPM

CEA 70/3V 222,00 107330130XAA 7H 1 ı 1 3 x 400 0,37 0,50 30 õ 80 20 õ 13

CEA 70/5V 232,00 107330140XAA 7H 1 ı 1 3 x 400 0,55 0,75 30 õ 80 29 õ 20

CEA 80/5V 239,00 107330150XAA 7H 1 ı 1 3 x 400 0,75 1,00 30 õ 100 30 õ 21

CEA 120/3V 253,00 107330160XAA 7H 1 ı 1 3 x 400 0,55 0,75 60 õ 160 19 õ 9

CEA 120/5V 290,00 107330170XAA 7H 1 ı 1 3 x 400 0,90 1,20 60 õ 160 28 õ 17

CEA 210/2V 308,00 107330180XAA 7H 1 İ1 ı 3 x 400 0,75 1,00 120 õ 300 17 õ 10

CEA 210/3V 339,00 7H 1 İ1 ı 3 x 400 1,10 1,50 120 õ 300 20 õ 14

CEA 210/4V 365,00 107330200XAA 7H 1 İ1 ı 3 x 400 1,50 2,00 120 õ 300 25 õ 19

CEA 210/5V 392,00 107330210XAA 7H 1 İ1 ı 3 x 400 1,85 2,50 120 õ 300 28 õ 23

CEA 370/1V 415,00 107330220XAA 7H 2 1 ı 3 x 400 1,10 1,50 180 õ 430 16 õ 8

CEA 370/2V 429,00 107330230XAA 7H 2 1 ı 3 x 400 1,50 2,00 200 õ 480 19 õ 11

CEA 370/3V 440,00 107330240XAA 7H 2 1 ı 3 x 400 1,85 2,50 200 õ 520 23 õ 13

CEA 370/5V 632,00 101800260XAA 7H 2 1 ı 3 x 400 3,00 4,00 200 õ 520 28 õ 19

Q  [l/min] H  [m]

Surface Pumps

CEA

Wide range of single-impeller (CEA) pumps for domestic and industrial applications.

Available on request "V" version with FPM seals for temperature up to 110ÁCand "N"

version completely made of AISI 316 stainless steel.

Port Power Performance
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Single-impeller in AISI 304/316

Liquid temperature: -10 ÁC õ +85ÁC

-10 ÁC õ +110ÁC (V)

Max operating pressure: 8 bar

Speed: 50 Hz, 2850 min-1

Enclosure class: IP 55

Insulation class: F

Mechanical seal: Standard: ceramic-carbon-NBR

Version V: ceramic-carbon-FPM

Version N: Ceramic-carbon-EPDM

Type Price P.Number Fam Voltage

ú in out V kW Hp

Version N:  AISI 316L hydraulic part

CEA70/3 N 236,00 107330134 7H 1 ı 1 3 x 400 0,37 0,50 30 õ 80 20 õ 13

CEA70/5 N 248,00 107330144 7H 1 ı 1 3 x 400 0,55 0,75 30 õ 80 29 õ 20

CEA80/5 N 256,00 107330154 7H 1 ı 1 3 x 400 0,75 1,00 30 õ 100 30 õ 21

CEA120/3 N 273,00 107330164 7H 1 ı 1 3 x 400 0,55 0,75 60 õ 160 19 õ 9

CEA120/5 N 317,00 107330174 7H 1 ı 1 3 x 400 0,90 1,20 60 õ 160 28 õ 17

CEA210/2 N 336,00 107330184 7H 1 İ1 ı 3 x 400 0,75 1,00 120 õ 300 17 õ 10

CEA210/3 N 371,00 107330194 7H 1 İ1 ı 3 x 400 1,10 1,50 120 õ 300 20 õ 14

CEA210/4 N 401,00 107330204 7H 1 İ1 ı 3 x 400 1,50 2,00 120 õ 300 25 õ 19

CEA210/5 N 433,00 107330214 7H 1 İ1 ı 3 x 400 1,85 2,50 120 õ 300 28 õ 23

CEA370/1 N 459,00 107330224 7H 2 1 ı 3 x 400 1,10 1,50 180 õ 430 16 õ 8

CEA370/2 N 473,00 107330234 7H 2 1 ı 3 x 400 1,50 2,00 200 õ 480 19 õ 11

CEA370/3 N 489,00 107330244 7H 2 1 ı 3 x 400 1,85 2,50 200 õ 520 23 õ 13

CEA 370/5 N 692,00 101800264 7H 2 1 ı 3 x 400 3,00 4,00 200 õ 520 28 õ 19

Port Power Performance

Q  [l/min] H  [m]

Surface Pumps

CEA

Wide range of single-impeller (CEA) pumps for domestic and industrial applications.

Available on request "V" version with FPM seals for temperature up to 110ÁCand "N"

version completely made of AISI 316 stainless steel.
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Single-impeller in AISI 304/316

Liquid temperature: -10 ÁC õ +85ÁC

-10 ÁC õ +110ÁC (V)

Max operating pressure: 8 bar

Speed: 50 Hz, 1450 min-1

Enclosure class: IP 55

Insulation class: F

Mechanical seal: Standard: ceramic-carbon-NBR

Version V: ceramic-carbon-FPM

Version N: Ceramic-carbon-EPDM

Type Price P.Number Fam Voltage

ú in out V kW Hp

CEA4 70/3/A 268,00 107330530 7H 1 ı 1 3 x 400 0,25 0,34 10 õ 40 5 õ 3

CEA4 70/5/A 268,00 107330550 7H 1 ı 1 3 x 400 0,25 0,34 10 õ 40 7 õ 5

CEA4 80/5/A 268,00 107330555 7H 1 ı 1 3 x 400 0,25 0,34 10 õ 50 8 õ 5

CEA4 120/3/A 282,00 107330560 7H 1 ı 1 3 x 400 0,25 0,34 30 õ 80 5 õ 2

CEA4 120/5/A 282,00 107330570 7H 1 ı 1 3 x 400 0,25 0,34 30 õ 80 7 õ 5

CEA4 210/3/A 282,00 107330590 7H 1 İ1 ı 3 x 400 0,25 0,34 50 õ 140 5 õ 3

CEA4 210/4/ 303,00 107330600 7H 1 İ1 ı 3 x 400 0,25 0,34 50 õ 140 6 õ 5

CEA4 210/5/A 303,00 107330610 7H 1 İ1 ı 3 x 400 0,25 0,34 50 õ 140 6 õ 5

Version V: ceramic-carbon-FPM

CEA4 70/3 V 285,00 107330530XAA 7H 1 ı 1 3 x 400 0,25 0,34 10 õ 40 5 õ 3

CEA4 70/5 V 285,00 107330550XAA 7H 1 ı 1 3 x 400 0,25 0,34 10 õ 40 7 õ 5

CEA4 80/5 V 285,00 107330555XAA 7H 1 ı 1 3 x 400 0,25 0,34 10 õ 50 8 õ 5

CEA4 120/3 V 300,00 107330560XAA 7H 1 ı 1 3 x 400 0,25 0,34 30 õ 80 5 õ 2

CEA4 120/5 V 300,00 107330570XAA 7H 1 ı 1 3 x 400 0,25 0,34 30 õ 80 7 õ 5

CEA4 210/3 V 300,00 107330590XAA 7H 1 İ1 ı 3 x 400 0,25 0,34 50 õ 140 5 õ 3

CEA4 210/4 V 322,00 107330600XAA 7H 1 İ1 ı 3 x 400 0,25 0,34 50 õ 140 6 õ 5

CEA4 210/5 V 322,00 107330610XAA 7H 1 İ1 ı 3 x 400 0,25 0,34 50 õ 140 6 õ 5

CEA4

Wide range of single-impeller (CEA) pumps for domestic and industrial applications.

Available on request "V" version with FPM seals for temperature up to 110ÁCand "N"

version completely made of AISI 316 stainless steel.

Port Power Performance

Q  [l/min] H  [m]

Surface Pumps
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Dual-impeller in AISI 304/316

Liquid temperature: -10 ÁC õ +85ÁC

-10 ÁC õ +110ÁC (V)

Max operating pressure: 8 bar

Speed: 50 Hz, 2850 min-1

Enclosure class: IP 55

Insulation class: F

Mechanical seal: Standard: ceramic-carbon-NBR

Version V: ceramic-carbon-FPM

Version N: Ceramic-carbon-EPDM

Type Price P.Number Fam Voltage

ú in out V kW Hp

CAM 70/33 314,00 101810000 7I 1 ı 1 1 x 230 0,75 1,00 30 õ 80 39 õ 24

CAM 70/34 348,00 101810010 7I 1 ı 1 1 x 230 0,90 1,20 30 õ 80 45 õ 30

CAM 70/45 374,00 101810020 7I 1 ı 1 1 x 230 1,10 1,50 30 õ 80 52 õ 35

CAM 120/33 432,00 101810030 7I 1 ı 1 1 x 230 1,10 1,50 50 õ 150 39 õ 21

CAM 120/35 501,00 101810040 7I 1 ı 1 1 x 230 1,50 2,00 50 õ 150 49 õ 29

CAM 120/55 585,00 101810050 7I 1 ı 1 1 x 230 2,20 3,00 50 õ 150 60 õ 37

CAM 200/33 596,00 101810060 7I 1 İ 1 1 x 230 1,85 2,50 50 õ 210 42 õ 26

CAM 200/35 603,00 101810070 7I 1 İ 1 1 x 230 2,20 3,00 50 õ 210 52 õ 37

Version V: ceramic-carbon-FPM

CAM 70/33V 329,00 101810000XAA 7I 1 ı 1 1 x 230 0,75 1,00 30 õ 80 39 õ 24

CAM 70/34V 365,00 101810010XAA 7I 1 ı 1 1 x 230 0,90 1,20 30 õ 80 45 õ 30

CAM 70/45V 391,00 101810020XAA 7I 1 ı 1 1 x 230 1,10 1,50 30 õ 80 52 õ 35

CAM 120/33V 449,00 101810030XAA 7I 1 ı 1 1 x 230 1,10 1,50 50 õ 150 39 õ 21

CAM 120/35V 518,00 101810040XAA 7I 1 ı 1 1 x 230 1,50 2,00 50 õ 150 49 õ 29

CAM 120/55V 602,00 101810050XAA 7I 1 ı 1 1 x 230 2,20 3,00 50 õ 150 60 õ 37

CAM 200/33V 612,00 101810060XAA 7I 1 İ 1 1 x 230 1,85 2,50 50 õ 210 42 õ 26

CAM 200/35V 620,00 101810070XAA 7I 1 İ 1 1 x 230 2,20 3,00 50 õ 210 52 õ 37

Version N:  AISI 316L hydraulic part

CAM70/33N 377,00 101810004 7I 1 ı 1 1 x 230 0,75 1,00 30 õ 80 39 õ 24

CAM70/34N 420,00 101810014 7I 1 ı 1 1 x 230 0,90 1,20 30 õ 80 45 õ 30

CAM70/45N 449,00 101810024 7I 1 ı 1 1 x 230 1,10 1,50 30 õ 80 52 õ 35

CAM120/33N 519,00 101810034 7I 1 ı 1 1 x 230 1,10 1,50 50 õ 150 39 õ 21

CAM120/35N 704,00 101810054 7I 1 ı 1 1 x 230 1,50 2,00 50 õ 150 49 õ 29

CAM120/55N 717,00 101810064 7I 1 ı 1 1 x 230 2,20 3,00 50 õ 150 60 õ 37

CAM200/33N 603,00 101810044 7I 1 İ 1 1 x 230 1,85 2,50 50 õ 210 42 õ 26

Q  [l/min] H  [m]

Surface Pumps

CAM

Wide range of dual-impeller (CA) pumps for domestic and industrial applications.

Available on request "V" version with FPM seals for temperature up to 110ÁCand "N"

version completely made of AISI 316 stainless steel.

Port Power Performance
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Dual-impeller in AISI 304/316

Liquid temperature: -10 ÁC õ +85ÁC

-10 ÁC õ +110ÁC (V)

Max operating pressure: 8 bar

Speed: 50 Hz, 2850 min-1

Enclosure class: IP 55

Insulation class: F

Mechanical seal: Standard: ceramic-carbon-NBR

Version V: ceramic-carbon-FPM

Version N: Ceramic-carbon-EPDM

Type Price P.Number Fam Voltage

ú in out V kW Hp

CA 70/33 314,00 101810080 7I 1 ı 1 3 x 400 0,75 1,0 30 õ 80 39 õ 24

CA 70/34 348,00 101810090 7I 1 ı 1 3 x 400 0,90 1,2 30 õ 80 45 õ 30

CA 70/45 369,00 101810100 7I 1 ı 1 3 x 400 1,10 1,5 30 õ 80 52 õ 35

CA 120/33 415,00 101810110 7I 1 ı 1 3 x 400 1,10 1,5 50 õ 150 39 õ 21

CA 120/35 466,00 101810120 7I 1 ı 1 3 x 400 1,50 2,0 50 õ 150 49 õ 29

CA 120/55 541,00 101810130 7I 1 ı 1 3 x 400 2,20 3,0 50 õ 150 60 õ 37

CA 200/33 498,00 101810140 7I 1 İ 1 3 x 400 1,85 2,5 50 õ 210 42 õ 26

CA 200/35 586,00 101810150 7I 1 İ 1 3 x 400 2,20 3,0 50 õ 210 52 õ 37

CA 200/55 632,00 101810160 7I 1 İ 1 3 x 400 3,00 4,0 50 õ 210 61 õ 46

Version V: ceramic-carbon-FPM

CA 70/33V 329,00 101810080XAA 7I 1 ı 1 3 x 400 0,75 1,0 30 õ 80 39 õ 24

CA 70/34V 365,00 101810090XAA 7I 1 ı 1 3 x 400 0,90 1,2 30 õ 80 45 õ 30

CA 70/45V 385,00 101810100XAA 7I 1 ı 1 3 x 400 1,10 1,5 30 õ 80 52 õ 35

CA 120/33V 432,00 101810110XAA 7I 1 ı 1 3 x 400 1,10 1,5 50 õ 150 39 õ 21

CA 120/35V 482,00 101810120XAA 7I 1 ı 1 3 x 400 1,50 2,0 50 õ 150 49 õ 29

CA 120/55V 557,00 101810130XAA 7I 1 ı 1 3 x 400 2,20 3,0 50 õ 150 60 õ 37

CA 200/33V 515,00 101810140XAA 7I 1 İ 1 3 x 400 1,85 2,5 50 õ 210 42 õ 26

CA 200/35V 603,00 101810150XAA 7I 1 İ 1 3 x 400 2,20 3,0 50 õ 210 52 õ 37

CA 200/55V 649,00 101810160XAA 7I 1 İ 1 3 x 400 3,00 4,0 50 õ 210 61 õ 46

Version N:  AISI 316L hydraulic part

CA70/33 N 377,00 101810084 7I 1 ı 1 3 x 400 0,75 1,0 30 õ 80 39 õ 24

CA70/34 N 420,00 101810094 7I 1 ı 1 3 x 400 0,90 1,2 30 õ 80 45 õ 30

CA70/45 N 443,00 101810104 7I 1 ı 1 3 x 400 1,10 1,5 30 õ 80 52 õ 35

CA120/33 N 499,00 101810114 7I 1 ı 1 3 x 400 1,10 1,5 50 õ 150 39 õ 21

CA120/35 N 559,00 101810124 7I 1 ı 1 3 x 400 1,50 2,0 50 õ 150 49 õ 29

CA120/55 N 649,00 101810134 7I 1 ı 1 3 x 400 2,20 3,0 50 õ 150 60 õ 37

CA200/33 N 596,00 101810144 7I 1 İ 1 3 x 400 1,85 2,5 50 õ 210 42 õ 26

CA200/35 N 706,00 101810154 7I 1 İ 1 3 x 400 2,20 3,0 50 õ 210 52 õ 37

CA200/55 N 759,00 101810164 7I 1 İ 1 3 x 400 3,00 4,0 50 õ 210 61 õ 46

Port Power Performance

Q  [l/min] H  [m]

Surface Pumps

CA

Wide range of dual-impeller (CA) pumps for domestic and industrial applications.

Available on request "V" version with FPM seals for temperature up to 110ÁCand "N"

version completely made of AISI 316 stainless steel.
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Frame mounted in AISI 304

Liquid temperature: -10 ÁC õ +120ÁC

Max operating pressure: 8 bar

Speed: 50 Hz, 2850 min
-1

Enclosure class: IP 55

Insulation class: F

Mechanical seal: Ceramica-carbone-FPM

Elastomers: FPM

Notes: 4 poles (1450 rpm) on request

Type Price P.Number Fam Voltage

ú in out V kW Hp

CEF 70/03 1 299,00 107335200 7H 1 ı 1 3 x 400 0,37 0,50 2 õ 5 20 õ 13

CEF 70/05 1 299,00 107335210 7H 1 ı 1 3 x 400 0,55 0,75 2 õ 5 29 õ 20

CEF 80/07 1 255,00 107335220 7H 1 ı 1 3 x 400 0,75 1,00 2 õ 6 30 õ 21

CEF 120/05 1 299,00 107335230 7H 1 ı 1 3 x 400 0,55 0,75 4 õ 10 19 õ 9

CEF 120/09 1 255,00 107335240 7H 1 ı 1 3 x 400 0,90 1,20 4 õ 10 28 õ 17

CEF 210/07 1 283,00 107335250 7H 1 ı1 ı 3 x 400 0,75 1,00 7 õ 18 17 õ 10

CEF 210/11 1 284,00 107335260 7H 2 1 ı 3 x 400 1,10 1,50 7 õ 18 20 õ 14

CEF 210/15 1 593,00 101807000 7H 2 1 ı 3 x 400 1,50 2,00 7 õ 18 25 õ 19

CEF 210/18 1 636,00 101807010 7H 2 1 ı 3 x 400 1,85 2,50 7 õ 18 28 õ 23

CEF 370/11 1 293,00 107335290 7H 2 1 ı 3 x 400 1,10 1,50 11 õ 26 16 õ 8

CEF 370/15 1 630,00 101807020 7H 2 1 ı 3 x 400 1,50 2,00 12 õ 29 19 õ 11

CEF 370/18 1 651,00 101807030 7H 2 1 ı 3 x 400 1,85 2,50 12 õ 31 23 õ 13

CEF - Bare pump

Liquid temperature: -10 ÁC õ +120ÁC

Max operating pressure: 8 bar

Mechanical seal: Ceramica-carbone-FPM

Elastomers: FPM

Type Price P.Number Fam Voltage

ú in out V kW Hp

CEF 70/3 479,00 102610750 7H 1 ı 1 3 x 400 --- --- 2 õ 5 20 õ 13

CEF 70/5 479,00 102610760 7H 1 ı 1 3 x 400 --- --- 1 õ 2 7 õ 6

CEF 80/5 479,00 102610770 7H 1 ı 1 3 x 400 --- --- 1 õ 3 7 õ 6

CEF 120/3 479,00 102610780 7H 1 ı 1 3 x 400 --- --- 2 õ 5 5 õ 3

CEF 120/5 479,00 102610790 7H 1 ı 1 3 x 400 --- --- 2 õ 5 7 õ 5

CEF 210/2 510,00 102610800 7H 1 ı1 ı 3 x 400 --- --- 7 õ 18 16 õ 10

CEF 210/3 510,00 102610810 7H 1 ı1 ı 3 x 400 --- --- 7 õ 18 19 õ 14

CEF 210/4 512,00 102610820 7H 1 ı1 ı 3 x 400 --- --- 7 õ 18 24 õ 19

CEF 210/5 512,00 102610830 7H 1 ı1 ı 3 x 400 --- --- 7 õ 18 28 õ 23

CEF 370/1 521,00 102610840 7H 2 1 ı 3 x 400 --- --- 11 õ 26 15 õ 8

CEF 370/2 522,00 102610850 7H 2 1 ı 3 x 400 --- --- 12 õ 29 19 õ 11

CEF 370/3 519,00 102610860 7H 2 1 ı 3 x 400 --- --- 12 õ 31 23 õ 13

Port Power Performance

Q  [m
3
/h] H  [m]

CEF

Frame mounted or bare centrifugal pumps with closed impeller (CEF series)

Port Power Performance

Q  [m
3
/h] H  [m]

Surface Pumps
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End suction in compliance with EN 733 SHE

Liquid temperature: -10 ÁC õ +120ÁC

Max operating pressure:12 bar

Speed: 50 Hz, 2900 min-1

Enclosure class: IP 55

Insulation class: F

Mechanical seal: Ceramic / Carbon / FPM (standard version)

Elastomers: FPM

Notes: Counterflanges not included

Type Price P.Number Fam Voltage

ú in out V kW Hp

SHEM 32-125/07 738,00 107410540 3C 50 32 1 x 230 0,75 1,0 9 õ 22 14 õ 7

SHEM 32-125/11 738,00 107410550 3C 50 32 1 x 230 1,1 1,5 9 õ 24 19 õ 10

SHEM 32-160/15 825,00 107410560 3C 50 32 1 x 230 1,5 2,0 9 õ 24 24 õ 12

SHEM 32-160/22 911,00 101293050 3C 50 32 1 x 230 2,2 3,0 9 õ 27 33 õ 18

SHEM 40-125/11 819,00 107410580 3C 65 40 1 x 230 1,1 1,5 18 õ 39 13 õ 6

SHEM 40-125/15 830,00 107410590 3C 65 40 1 x 230 1,5 2,0 18 õ 42 16 õ 8

SHEM 40-125/22 842,00 101293070 3C 65 40 1 x 230 2,2 3,0 18 õ 45 22 õ 12

SHE 25-125/07 703,00 107410000 3C 50 25 3 x 400 0,75 1,0 9 õ 22 14 õ 7

SHE 25-125/11 703,00 107410001 3C 50 25 3 x 400 1,1 1,5 9 õ 24 19 õ 10

SHE 25-160/15 785,00 107410002 3C 50 25 3 x 400 1,5 2,0 9 õ 24 24 õ 12

SHE 25-160/22 868,00 107410003 3C 50 25 3 x 400 2,2 3,0 9 õ 27 33 õ 18

SHE 25-200/30 998,00 101290004 3C 50 25 3 x 400 3,0 4,0 9 õ 25 39 õ 21

SHE 25-200/40 1 088,00 101290005 3C 50 25 3 x 400 4,0 5,5 9 õ 27 49 õ 29

SHE 25-250/55 1 420,00 101290010 3C 50 25 3 x 400 5,5 7,5 9 õ 24 53 õ 37

SHE 25-250/75 1 677,00 101290011 3C 50 25 3 x 400 7,5 10,0 9 õ 26 69 õ 50

SHE 25-250/110 2 257,00 101290012 3C 50 25 3 x 400 11,0 15,0 9 õ 27 80 õ 59

SHE 32-125/07 703,00 107410020 3C 50 32 3 x 400 0,75 1,0 9 õ 22 14 õ 7

SHE 32-125/11 703,00 107410030 3C 50 32 3 x 400 1,1 1,5 9 õ 24 19 õ 10

SHE 32-160/15 785,00 107410040 3C 50 32 3 x 400 1,5 2,0 9 õ 24 24 õ 12

SHE 32-160/22 868,00 107410050 3C 50 32 3 x 400 2,2 3,0 9 õ 27 33 õ 18

SHE 32-200/30 998,00 101290060 3C 50 32 3 x 400 3,0 4,0 9 õ 25 39 õ 21

SHE 32-200/40 1 088,00 101290070 3C 50 32 3 x 400 4,0 5,5 9 õ 27 49 õ 29

SHE 32-250/55 1 420,00 101290090 3C 50 32 3 x 400 5,5 7,5 9 õ 24 53 õ 37

SHE 32-250/75 1 677,00 101290100 3C 50 32 3 x 400 7,5 10,0 9 õ 26 69 õ 50

SHE 32-250/110 2 257,00 101290110 3C 50 32 3 x 400 11,0 15,0 9 õ 27 80 õ 59

SHE 40-125/11 781,00 107410140 3C 65 40 3 x 400 1,1 1,5 18 õ 39 13 õ 6

SHE 40-125/15 790,00 107410150 3C 65 40 3 x 400 1,5 2,0 18 õ 42 16 õ 8

SHE 40-125/22 801,00 107410160 3C 65 40 3 x 400 2,2 3,0 18 õ 45 22 õ 12

SHE 40-160/30 934,00 101290180 3C 65 40 3 x 400 3,0 4,0 18 õ 45 30 õ 15

SHE 40-160/40 1 058,00 101290190 3C 65 40 3 x 400 4,0 5,5 18 õ 48 36 õ 19

SHE 40-200/55 1 391,00 101290210 3C 65 40 3 x 400 5,5 7,5 18 õ 48 46 õ 25

SHE 40-200/75 1 514,00 101290220 3C 65 40 3 x 400 7,5 10,0 18 õ 50 55 õ 33

SHE 40-250/92 2 262,00 101290230 3C 65 40 3 x 400 9,2 12,5 18 õ 42 62 õ 45

SHE 40-250/110 2 294,00 101290240 3C 65 40 3 x 400 11,0 15,0 18 õ 46 71 õ 50

SHE 40-250/150 3 165,00 101290250 3C 65 40 3 x 400 15,0 20,0 18 õ 51 84 õ 58

SHE 50-125/22 870,00 107410280 3C 65 50 3 x 400 2,2 3,0 36 õ 72 15 õ 7

SHE 50-125/30 998,00 101290290 3C 65 50 3 x 400 3,0 4,0 36 õ 78 19 õ 9

SHE 50-125/40 1 137,00 101290300 3C 65 50 3 x 400 4,0 5,5 36 õ 84 23 õ 12

SHE 50-160/55 1 408,00 101290310 3C 65 50 3 x 400 5,5 7,5 36 õ 84 31 õ 15

SHE 50-160/75 1 512,00 101290320 3C 65 50 3 x 400 7,5 10,0 36 õ 90 38 õ 19

Q  [m
3
/h] H  [m]

Surface Pumps

Centrifugal electric pumps made of AISI 316 stainless steel in

compliance with EN 733. Version SHE close-coupled with special motor

shaft extension

The three-phase Lowara PLM motors (3õ22kW

included) have efficiency values that fall within the

range normally referred to as Efficiency Class 1

(CEMEP agreement).

Port Power Performance
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SHE 50-200/92 2 147,00 101290330 3C 65 50 3 x 400 9,2 12,5 36 õ 84 48 õ 21

SHE 50-200/110 2 305,00 101290340 3C 65 50 3 x 400 11,0 15,0 36 õ 87 55 õ 26

SHE 50-250/150 2 989,00 101290350 3C 65 50 3 x 400 15,0 20,0 36 õ 78 67 õ 46

SHE 50-250/185 3 385,00 101290360 3C 65 50 3 x 400 18,5 25,0 36 õ 83 75 õ 51

SHE 50-250/220 3 523,00 101290370 3C 65 50 3 x 400 22,0 30,0 36 õ 87 85 õ 58

SHE 65-160/40 1 541,00 101290410 3C 80 65 3 x 400 4,0 5,5 48 õ108 17 õ 8

SHE 65-160/55 1 716,00 101290420 3C 80 65 3 x 400 5,5 7,5 48 õ114 21 õ 11

SHE 65-160/75 1 772,00 101290430 3C 80 65 3 x 400 7,5 10,0 48 õ120 26 õ 15

SHE 65-160/92 2 643,00 101290450 3D 80 65 3 x 400 9,2 12,5 48 õ114 35 õ 18

SHE 65-160/110 2 739,00 101290460 3D 80 65 3 x 400 11,0 15,0 48 õ120 41 õ 21

SHE 65-200/150 3 552,00 101290490 3D 80 65 3 x 400 15,0 20,0 54 õ114 49 õ 29

SHE 65-200/185 3 720,00 101290500 3D 80 65 3 x 400 18,5 25,0 54 õ120 57 õ 35

SHE 65-200/220 3 845,00 101290510 3D 80 65 3 x 400 22,0 30,0 54 õ126 64 õ 42

SHE 80-160/110 3 031,00 101290570 3D 100 80 3 x 400 11,0 15,0 72 õ198 32 õ 11

SHE 80-160/150 3 861,00 101290580 3D 100 80 3 x 400 15,0 20,0 72 õ210 39 õ 15

SHE 80-160/185 4 040,00 101290590 3D 100 80 3 x 400 18,5 25,0 72 õ222 46 õ 20

SHE 80-200/220 4 190,00 101290610 3D 100 80 3 x 400 22,0 30,0 90 õ216 50 õ 27
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End suction in compliance with EN 733 SHS

Liquid temperature: -10 ÁC õ +120ÁC

Max operating pressure:12 bar

Speed: 50 Hz, 2900 min-1

Enclosure class: IP 55

Insulation class: F

Mechanical seal: Ceramic / Carbon / FPM (standard version)

Elastomers: FPM

Notes: Counterflanges not included

Type Price P.Number Fam Voltage

ú in out V kW Hp

SHS 25-125/07 810,00 107420630 3C 50 25 3 x 400 0,75 1,0 9 õ 22 14 õ 7

SHS 25-125/11 837,00 107420631 3C 50 25 3 x 400 1,1 1,5 9 õ 24 19 õ 10

SHS 25-160/15 925,00 107420632 3C 50 25 3 x 400 1,5 2,0 9 õ 24 24 õ 12

SHS 25-160/22 1 016,00 107420633 3C 50 25 3 x 400 2,2 3,0 9 õ 27 33 õ 18

SHS 25-200/30 1 246,00 101290634 3C 50 25 3 x 400 3,0 4,0 9 õ 25 39 õ 21

SHS 25-200/40 1 290,00 101290635 3C 50 25 3 x 400 4,0 5,5 9 õ 27 49 õ 29

SHS 25-250/55 1 757,00 101290640 3C 50 25 3 x 400 5,5 7,5 9 õ 24 53 õ 37

SHS 25-250/75 2 022,00 101290641 3C 50 25 3 x 400 7,5 10,0 9 õ 26 69 õ 50

SHS 25-250/110 2 967,00 101290642 3C 50 25 3 x 400 11,0 15,0 9 õ 27 80 õ 59

SHS 32-125/07 810,00 107420670 3C 50 32 3 x 400 0,75 1,0 9 õ 22 14 õ 7

SHS 32-125/11 837,00 107420680 3C 50 32 3 x 400 1,1 1,5 9 õ 24 19 õ 10

SHS 32-160/15 925,00 107420690 3C 50 32 3 x 400 1,5 2,0 9 õ 24 24 õ 12

SHS 32-160/22 1 016,00 107420700 3C 50 32 3 x 400 2,2 3,0 9 õ 27 33 õ 18

SHS 32-200/30 1 246,00 101290710 3C 50 32 3 x 400 3,0 4,0 9 õ 25 39 õ 21

SHS 32-200/40 1 290,00 101290720 3C 50 32 3 x 400 4,0 5,5 9 õ 27 49 õ 29

SHS 32-250/55 1 757,00 101290730 3C 50 32 3 x 400 5,5 7,5 9 õ 24 53 õ 37

SHS 32-250/75 2 022,00 101290740 3C 50 32 3 x 400 7,5 10,0 9 õ 26 69 õ 50

SHS 32-250/110 2 967,00 101290750 3C 50 32 3 x 400 11,0 15,0 9 õ 27 80 õ 59

SHS 40-125/11 909,00 107420780 3C 65 40 3 x 400 1,1 1,5 18 õ 39 13 õ 6

SHS 40-125/15 932,00 107420790 3C 65 40 3 x 400 1,5 2,0 18 õ 42 16 õ 8

SHS 40-125/22 943,00 107420800 3C 65 40 3 x 400 2,2 3,0 18 õ 45 22 õ 12

SHS 40-160/30 1 192,00 101290810 3C 65 40 3 x 400 3,0 4,0 18 õ 45 30 õ 15

SHS 40-160/40 1 251,00 101290820 3C 65 40 3 x 400 4,0 5,5 18 õ 48 36 õ 19

SHS 40-200/55 1 706,00 101290830 3C 65 40 3 x 400 5,5 7,5 18 õ 48 46 õ 25

SHS 40-200/75 1 820,00 101290840 3C 65 40 3 x 400 7,5 10,0 18 õ 50 55 õ 33

SHS 40-250/110A 3 005,00 101290850 3C 65 40 3 x 400 9,2 12,5 18 õ 42 62 õ 45

SHS 40-250/110 3 004,00 101290860 3C 65 40 3 x 400 11,0 15,0 18 õ 46 71 õ 50

SHS 40-250/150 3 409,00 101290870 3C 65 40 3 x 400 15,0 20,0 18 õ 51 84 õ 58

SHS 50-125/22 984,00 107420900 3C 65 50 3 x 400 2,2 3,0 36 õ 72 15 õ 7

SHS 50-125/30 1 249,00 101290910 3C 65 50 3 x 400 3,0 4,0 36 õ 78 19 õ 9

SHS 50-125/40 1 316,00 101290920 3C 65 50 3 x 400 4,0 5,5 36 õ 84 23 õ 12

SHS 50-160/55 1 722,00 101290930 3C 65 50 3 x 400 5,5 7,5 36 õ 84 31 õ 15

SHS 50-160/75 1 838,00 101290940 3C 65 50 3 x 400 7,5 10,0 36 õ 90 38 õ 19

SHS 50-200/110A 2 917,00 101290950 3C 65 50 3 x 400 9,2 12,5 36 õ 84 48 õ 21

SHS 50-200/110 3 022,00 101290960 3C 65 50 3 x 400 11,0 15,0 36 õ 87 55 õ 26

SHS 50-250/150 3 313,00 101290970 3C 65 50 3 x 400 15,0 20,0 36 õ 78 67 õ 46

SHS 50-250/185 3 645,00 101290980 3C 65 50 3 x 400 18,5 25,0 36 õ 83 75 õ 51

SHS 50-250/220 3 804,00 101290990 3C 65 50 3 x 400 22,0 30,0 36 õ 87 85 õ 58

SHS 65-160/40 1 762,00 101291020 3C 80 65 3 x 400 4,0 5,5 48 õ108 17 õ 8

SHS 65-160/55 2 038,00 101291030 3C 80 65 3 x 400 5,5 7,5 48 õ114 21 õ 11

Q  [m
3
/h] H  [m]

Surface Pumps

Centrifugal electric pumps made of AISI 316 stainless steel in

compliance with EN 733. Version SHS with stub shaft and standard

motor

The three-phase Lowara PLM motors (3õ22kW

included) have efficiency values according to

Efficiency Class 1 (CEMEP agreement).

Port Power Performance
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SHS 65-160/75 2 110,00 101291040 3C 80 65 3 x 400 7,5 10,0 48 õ120 26 õ 15

SHS 65-160/110A 3 305,00 101291050 3D 80 65 3 x 400 9,2 12,5 48 õ114 35 õ 18

SHS 65-160/110 3 330,00 101291070 3D 80 65 3 x 400 11,0 15,0 48 õ120 41 õ 21

SHS 65-200/150 3 870,00 101291090 3D 80 65 3 x 400 15,0 20,0 54 õ114 49 õ 29

SHS 65-200/185 4 066,00 101291100 3D 80 65 3 x 400 18,5 25,0 54 õ120 57 õ 35

SHS 65-200/220 4 190,00 101291110 3D 80 65 3 x 400 22,0 30,0 54 õ126 64 õ 42

SHS 65-250/300 5 362,00 102201130 3D 80 65 3 x 400 30,0 40,0 60 õ126 82 õ 61

SHS 65-250/370 6 108,00 102201140 3D 80 65 3 x 400 37,0 50,0 60 õ132 95 õ 72

SHS 80-160/110 3 625,00 101291170 3D 100 80 3 x 400 11,0 15,0 72 õ198 32 õ 11

SHS 80-160/150 4 170,00 101291180 3D 100 80 3 x 400 15,0 20,0 72 õ210 39 õ 15

SHS 80-160/185 4 364,00 101291190 3D 100 80 3 x 400 18,5 25,0 72 õ222 46 õ 20

SHS 80-200/220 4 500,00 101291220 3D 100 80 3 x 400 22,0 30,0 90 õ216 50 õ 27

SHS 80-200/300 5 778,00 102201230 3D 100 80 3 x 400 30,0 40,0 90 õ228 61 õ 35

SHS 80-200/370 6 348,00 102201240 3D 100 80 3 x 400 37,0 50,0 90 õ240 70 õ 41
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Frame mounting - EN733 standard SHF

Liquid temperature: -10 ÁC õ +120ÁC

Max operating pressure:12 bar

Speed: 50 Hz, 2900 min-1

Enclosure class: IP 55

Insulation class: F

Mechanical seal: Ceramic / Carbon / FPM (standard version)

Elastomers: FPM

Notes: Counterflanges not included

Type Price P.Number Fam Voltage

ú in out V kW Hp

SHF 25-125/07 1 635,00 107430260 3C 50 25 3 x 400 0,75 1,0 9 õ 22 14 õ 7

SHF 25-125/11 1 635,00 107430270 3C 50 25 3 x 400 1,1 1,5 9 õ 24 19 õ 10

SHF 25-160/15 1 841,00 107430280 3C 50 25 3 x 400 1,5 2,0 9 õ 24 24 õ 12

SHF 25-160/22 1 853,00 101291325 3C 50 25 3 x 400 2,2 3,0 9 õ 27 33 õ 18

SHF 25-200/30 2 080,00 101291330 3C 50 25 3 x 400 3,0 4,0 9 õ 25 39 õ 21

SHF 25-200/40 2 211,00 101291335 3C 50 25 3 x 400 4,0 5,5 9 õ 27 49 õ 29

SHF 25-250/55 3 122,00 102201340 3C 50 25 3 x 400 5,5 7,5 9 õ 24 53 õ 37

SHF 25-250/75 3 187,00 102201341 3C 50 25 3 x 400 7,5 10,0 9 õ 26 69 õ 50

SHF 25-250/110 3 760,00 101291342 3C 50 25 3 x 400 11,0 15,0 9 õ 27 80 õ 59

SHF 32-125/07 1 635,00 107430360 3C 50 25 3 x 400 0,75 1,0 9 õ 22 14 õ 7

SHF 32-125/11 1 635,00 107430370 3C 50 25 3 x 400 1,1 1,5 9 õ 24 19 õ 10

SHF 32-160/15 1 841,00 101291380 3C 50 25 3 x 400 1,5 2,0 9 õ 24 24 õ 12

SHF 32-160/22 1 853,00 101291390 3C 50 25 3 x 400 2,2 3,0 9 õ 27 33 õ 18

SHF 32-200/30 2 080,00 101291400 3C 50 25 3 x 400 3,0 4,0 9 õ 25 39 õ 21

SHF 32-200/40 2 211,00 101291410 3C 50 25 3 x 400 4,0 5,5 9 õ 27 49 õ 29

SHF 32-250/55 3 122,00 101291420 3C 50 25 3 x 400 5,5 7,5 9 õ 24 53 õ 37

SHF 32-250/75 3 187,00 101291430 3C 50 25 3 x 400 7,5 10,0 9 õ 26 69 õ 50

SHF 32-250/110 3 760,00 101291440 3C 50 25 3 x 400 11,0 15,0 9 õ 27 80 õ 59

SHF 40-125/11 1 674,00 107430470 3C 65 40 3 x 400 1,1 1,5 18 õ 39 13 õ 6

SHF 40-125/15 1 840,00 101291480 3C 65 40 3 x 400 1,5 2,0 18 õ 42 16 õ 8

SHF 40-125/22 1 849,00 101291500 3C 65 40 3 x 400 2,2 3,0 18 õ 45 22 õ 12

SHF 40-160/30 2 016,00 101291510 3C 65 40 3 x 400 3,0 4,0 18 õ 45 30 õ 15

SHF 40-160/40 2 127,00 101291520 3C 65 40 3 x 400 4,0 5,5 18 õ 48 36 õ 19

SHF 40-200/55 2 582,00 101291530 3C 65 40 3 x 400 5,5 7,5 18 õ 48 46 õ 25

SHF 40-200/75 2 628,00 101291540 3C 65 40 3 x 400 7,5 10,0 18 õ 50 55 õ 33

SHF 40-250/110A 3 855,00 101291550 3C 65 40 3 x 400 9,2 12,5 18 õ 42 62 õ 45

SHF 40-250/110 3 852,00 101291560 3C 65 40 3 x 400 11,0 15,0 18 õ 46 71 õ 50

SHF 40-250/150 4 162,00 101291570 3C 65 40 3 x 400 15,0 20,0 18 õ 51 84 õ 58

SHF 50-125/22 1 896,00 101291580 3C 65 50 3 x 400 2,2 3,0 36 õ 72 15 õ 7

SHF 50-125/30 2 035,00 101291590 3C 65 50 3 x 400 3,0 4,0 36 õ 78 19 õ 9

SHF 50-125/40 2 149,00 101291600 3C 65 50 3 x 400 4,0 5,5 36 õ 84 23 õ 12

SHF 50-160/55 2 571,00 101291610 3C 65 50 3 x 400 5,5 7,5 36 õ 84 31 õ 15

SHF 50-160/75 2 621,00 101291620 3C 65 50 3 x 400 7,5 10,0 36 õ 90 38 õ 19

SHF 50-200/110A 3 330,00 101291630 3C 65 50 3 x 400 9,2 12,5 36 õ 84 48 õ 21

SHF 50-200/110 3 339,00 101291640 3C 65 50 3 x 400 11,0 15,0 36 õ 87 55 õ 26

SHF 50-250/150 4 191,00 101291650 3C 65 50 3 x 400 15,0 20,0 36 õ 78 67 õ 46

SHF 50-250/185 4 401,00 101291660 3C 65 50 3 x 400 18,5 25,0 36 õ 83 75 õ 51

SHF 50-250/220 5 083,00 102201670 3C 65 50 3 x 400 22,0 30,0 36 õ 87 85 õ 58

SHF 65-160/40 3 004,00 101291700 3C 80 65 3 x 400 4,0 5,5 48 õ108 17 õ 8

SHF 65-160/55 3 354,00 101291710 3C 80 65 3 x 400 5,5 7,5 48 õ114 21 õ 11

Q  [m
3
/h] H  [m]

Surface Pumps

Centrifugal electric pumps made of AISI 316 stainless steel in

compliance with EN 733. Version SHF With flexible coupling, adapter,

base and standard motor in compliance with EN 733 - DIN 24255.

The three-phase Lowara PLM motors (3õ22kW

included) have efficiency values according to

Efficiency Class 1 (CEMEP agreement).

Port Power Performance
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SHF 65-160/75 3 425,00 101291720 3C 80 65 3 x 400 7,5 10,0 48 õ120 26 õ 15

SHF 65-160/110A 4 222,00 101291740 3D 80 65 3 x 400 9,2 12,5 48 õ114 35 õ 18

SHF 65-160/110 4 312,00 101291750 3D 80 65 3 x 400 11,0 15,0 48 õ120 41 õ 21

SHF 65-200/150 4 673,00 101291780 3D 80 65 3 x 400 15,0 20,0 54 õ114 49 õ 29

SHF 65-200/185 4 840,00 101291790 3D 80 65 3 x 400 18,5 25,0 54 õ120 57 õ 35

SHF 65-200/220 5 437,00 102201800 3D 80 65 3 x 400 22,0 30,0 54 õ126 64 õ 42

SHF 65-250/300 6 474,00 102201840 3D 80 65 3 x 400 30,0 40,0 60 õ126 82 õ 61

SHF 65-250/370 7 133,00 102201860 3D 80 65 3 x 400 37,0 50,0 60 õ132 95 õ 72

SHF 80-160/110 4 667,00 101291880 3D 100 80 3 x 400 11 15 72 õ198 32 õ 11

SHF 80-160/150 4 837,00 101291890 3D 100 80 3 x 400 15 20 72 õ210 39 õ 15

SHF 80-160/185 4 967,00 101291900 3D 100 80 3 x 400 19 25 72 õ222 46 õ 20

SHF 80-200/220 5 929,00 102201920 3D 100 80 3 x 400 22 30 90 õ216 50 õ 27

SHF 80-200/300 6 815,00 102201930 3D 100 80 3 x 400 30 40 90 õ228 61 õ 35

SHF 80-200/370 7 351,00 102201940 3D 100 80 3 x 400 37 50 90 õ240 70 õ 41

SHF 80-250/450 8 930,00 102201970 3D 100 80 3 x 400 45 60 90 õ216 81 õ 52

SHF 80-250/550 10 934,00 102201980 3D 100 80 3 x 400 55 75 90 õ222 94 õ 65

SHF 80-250/750 13 405,00 102201990 3D 100 80 3 x 400 75 100 90 õ228 110 õ 80
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End suction in compliance with EN 733 (1450 rpm) SHE4

Liquid temperature: -10 ÁC õ +120ÁC

Max operating pressure:12 bar

Speed: 50 Hz, 1450 min-1

Enclosure class: IP 55

Insulation class: F

Mechanical seal: Ceramic / Carbon / FPM (standard version)

Elastomers: FPM

Notes: Counterflanges not included

Type Price P.Number Fam Voltage

ú in out V kW Hp

SHE4 25-125/02A 882,00 107410600 3C 50 25 3 x 400 0,12 0,16 5 õ 12 4 õ 2

SHE4 25-125/02 883,00 107410610 3C 50 25 3 x 400 0,25 0,34 5 õ 14 5 õ 2

SHE4 25-160/02 860,00 107410620 3C 50 25 3 x 400 0,25 0,34 5 õ 12 6 õ 3

SHE4 25-160/03 874,00 107410630 3C 50 25 3 x 400 0,37 0,50 5 õ 15 8 õ 4

SHE4 25-200/03 955,00 107410640 3C 50 25 3 x 400 0,37 0,50 5 õ 14 9 õ 4

SHE4 25-200/05 981,00 107410650 3C 50 25 3 x 400 0,55 0,75 5 õ 15 12 õ 5

SHE4 25-250/07 1 315,00 107410660 3C 50 25 3 x 400 0,75 1,00 5 õ 15 13 õ 7

SHE4 25-250/11 1 472,00 101295011 3C 50 25 3 x 400 1,10 1,50 5 õ 16 17 õ 9

SHE4 25-250/15 1 521,00 101295012 3C 50 25 3 x 400 1,50 2,00 5 õ 17 20 õ 12

SHE4 32-125/02A 840,00 107410680 3C 50 32 3 x 400 0,12 0,16 5 õ 12 4 õ 2

SHE4 32-125/02 839,00 107410690 3C 50 32 3 x 400 0,25 0,34 5 õ 14 5 õ 2

SHE4 32-160/02 847,00 107410700 3C 50 32 3 x 400 0,25 0,34 5 õ 12 6 õ 3

SHE4 32-160/03 865,00 107410710 3C 50 32 3 x 400 0,37 0,50 5 õ 15 8 õ 4

SHE4 32-200/03 934,00 107410720 3C 50 32 3 x 400 0,37 0,50 5 õ 14 9 õ 4

SHE4 32-200/05 961,00 107410730 3C 50 32 3 x 400 0,55 0,75 5 õ 15 12 õ 5

SHE4 32-250/07 1 278,00 107410740 3C 50 32 3 x 400 0,75 1,00 5 õ 15 13 õ 7

SHE4 32-250/11 1 437,00 101295100 3C 50 32 3 x 400 1,10 1,50 5 õ 16 17 õ 9

SHE4 32-250/15 1 486,00 101295110 3C 50 32 3 x 400 1,50 2,00 5 õ 17 20 õ 12

SHE4 40-125/02A 847,00 107410760 3C 65 40 3 x 400 0,17 0,23 9 õ 21 4 õ 2

SHE4 40-125/02 854,00 107410770 3C 65 40 3 x 400 0,25 0,34 9 õ 24 5 õ 2

SHE4 40-125/03 857,00 107410780 3C 65 40 3 x 400 0,37 0,50 9 õ 25 6 õ 2

SHE4 40-160/03 876,00 107410790 3C 65 40 3 x 400 0,37 0,50 9 õ 24 7 õ 3

SHE4 40-160/05 851,00 107410800 3C 65 40 3 x 400 0,55 0,75 9 õ 25 9 õ 4

SHE4 40-200/07 955,00 107410810 3C 65 40 3 x 400 0,75 1,00 9 õ 24 11 õ 6

SHE4 40-200/11 1 091,00 101295210 3C 65 40 3 x 400 1,10 1,50 9 õ 25 13 õ 7

SHE4 40-250/11 1 538,00 101295230 3C 65 40 3 x 400 1,10 1,50 9 õ 22 15 õ 10

SHE4 40-250/15 1 570,00 101295240 3C 65 40 3 x 400 1,50 2,00 9 õ 24 17 õ 11

SHE4 40-250/22 1 710,00 101295250 3C 65 40 3 x 400 2,20 3,00 9 õ 26 20 õ 14

SHE4 50-125/03A 900,00 107410830 3C 65 50 3 x 400 0,30 0,40 18 õ 39 4 õ 2

SHE4 50-125/03 900,00 107410840 3C 65 50 3 x 400 0,37 0,50 18 õ 42 5 õ 2

SHE4 50-125/05 925,00 107410850 3C 65 50 3 x 400 0,55 0,75 18 õ 45 6 õ 2

SHE4 50-160/07 945,00 107410860 3C 65 50 3 x 400 0,75 1,10 18 õ 42 7 õ 4

SHE4 50-160/11 1 081,00 101295320 3C 65 50 3 x 400 1,10 1,50 18 õ 45 9 õ 5

SHE4 50-200/11 1 379,00 101295330 3C 65 50 3 x 400 1,10 1,50 18 õ 42 11 õ 5

SHE4 50-200/15 1 423,00 101295340 3C 65 50 3 x 400 1,50 2,00 18 õ 45 13 õ 6

SHE4 50-250/22A 1 720,00 101295350 3C 65 50 3 x 400 1,85 2,50 18 õ 42 16 õ 10

SHE4 50-250/22 1 726,00 101295360 3C 65 50 3 x 400 2,20 3,00 18 õ 44 18 õ 11

SHE4 50-250/30 1 804,00 101295370 3C 65 50 3 x 400 3,00 4,00 18 õ 45 21 õ 14

SHE4 65-160/05 1 448,00 107410880 3C 80 65 3 x 400 0,55 0,75 24 õ 54 4 õ 2

SHE4 65-160/07 1 445,00 107410890 3C 80 65 3 x 400 0,75 1,00 24 õ 57 5 õ 2

Q  [m
3
/h] H  [m]

Surface Pumps

Centrifugal electric pumps made of AISI 316 stainless steel in

compliance with EN 733. Version SHE close-coupled with special motor

shaft extension

The three-phase Lowara PLM motors (1,1õ15kW

included) have efficiency values that fall within the range

normally referred to as Efficiency Class 1 (CEMEP

agreement).

Port Power Performance
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SHE4 65-160/11A 1 599,00 101295420 3C 80 65 3 x 400 1,10 1,50 24 õ 60 7 õ 3

SHE4 65-160/11 2 055,00 101295430 3D 80 65 3 x 400 1,10 1,50 24 õ 60 9 õ 3

SHE4 65-160/15 2 185,00 101295460 3D 80 65 3 x 400 1,50 2,00 24 õ 66 10 õ 4

SHE4 65-200/15 2 225,00 101295480 3D 80 65 3 x 400 1,50 2,00 27 õ 60 11 õ 5

SHE4 65-200/22 2 263,00 101295490 3D 80 65 3 x 400 2,20 3,00 27 õ 66 13 õ 7

SHE4 65-200/30 2 306,00 101295500 3D 80 65 3 x 400 3,00 4,00 27 õ 72 17 õ 9

SHE4 65-250/40 2 855,00 101295520 3D 80 65 3 x 400 4,00 5,50 30 õ 72 20 õ 12

SHE4 65-250/55 3 050,00 101295530 3D 80 65 3 x 400 5,50 7,50 30 õ 78 23 õ 15

SHE4 80-160/15 2 510,00 101295560 3D 100 80 3 x 400 1,50 2,00 36 õ102 8 õ 2

SHE4 80-160/22A 2 572,00 101295570 3D 100 80 3 x 400 1,85 2,50 36 õ108 9 õ 3

SHE4 80-160/22 2 572,00 101295580 3D 100 80 3 x 400 2,20 3,00 36 õ114 10 õ 4

SHE4 80-200/30 2 615,00 101295590 3D 100 80 3 x 400 3,00 4,00 45 õ120 12 õ 5

SHE4 80-200/40 2 751,00 101295600 3D 100 80 3 x 400 4,00 5,50 45 õ132 15 õ 7

SHE4 80-250/55 3 022,00 101295630 3D 100 80 3 x 400 5,50 7,50 45 õ126 20 õ 9

SHE4 80-250/75 3 163,00 101295640 3D 100 80 3 x 400 7,50 10,00 45 õ132 22 õ 12

SHE4 80-250/92 3 253,00 101295650 3D 100 80 3 x 400 9,20 12,50 45 õ144 26 õ 15
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End suction in compliance with EN 733 (1450 rpm) SHS4

Liquid temperature: -10 ÁC õ +120ÁC

Max operating pressure:12 bar

Speed: 50 Hz, 1450 min-1

Enclosure class: IP 55

Insulation class: F

Mechanical seal: Ceramic / Carbon / FPM (standard version)

Elastomers: FPM

Notes: Counterflanges not included

Type Price P.Number Fam Voltage

ú in out V kW Hp

SHS4 25-250/07 1 426,00 107420920 3C 50 25 3 x 400 0,75 1,00 5 õ 15 13 õ 7

SHS4 25-250/11 1 610,00 101295710 3C 50 25 3 x 400 1,10 1,50 5 õ 16 17 õ 9

SHS4 25-250/15 1 656,00 101295720 3C 50 25 3 x 400 1,50 2,00 5 õ 17 20 õ 11

SHS4 32-250/07 1 390,00 107420940 3C 50 32 3 x 400 0,75 1,00 5 õ 15 13 õ 7

SHS4 32-250/11 1 575,00 101295740 3C 50 32 3 x 400 1,10 1,50 5 õ 16 17 õ 9

SHS4 32-250/15 1 618,00 101295750 3C 50 32 3 x 400 1,50 2,00 5 õ 17 20 õ 12

SHS4 40-200/07 1 067,00 107420960 3C 65 40 3 x 400 0,75 1,00 9 õ 24 11 õ 6

SHS4 40-200/11 1 235,00 101295840 3C 65 40 3 x 400 1,10 1,50 9 õ 25 13 õ 7

SHS4 40-250/11 1 820,00 101295850 3C 65 40 3 x 400 1,10 1,50 9 õ 22 15 õ 10

SHS4 40-250/15 1 702,00 101295860 3C 65 40 3 x 400 1,50 2,00 9 õ 24 17 õ 11

SHS4 40-250/22 1 893,00 101295870 3C 65 40 3 x 400 2,20 3,00 9 õ 26 20 õ 14

SHS4 50-160/07 1 047,00 107420970 3C 65 50 3 x 400 0,75 1,00 18 õ 42 7 õ 4

SHS4 50-160/11 1 209,00 101295940 3C 65 50 3 x 400 0,90 1,20 18 õ 45 9 õ 5

SHS4 50-200/11 1 508,00 101295950 3C 65 50 3 x 400 1,10 1,50 18 õ 42 11 õ 5

SHS4 50-200/15 1 549,00 101295960 3C 65 50 3 x 400 1,50 2,00 18 õ 45 13 õ 6

SHS4 50-250/22A 1 907,00 101295970 3C 65 50 3 x 400 1,85 2,50 18 õ 42 16 õ 10

SHS4 50-250/22 1 915,00 101295980 3C 65 50 3 x 400 2,20 3,00 18 õ 44 18 õ 11

SHS4 50-250/30 1 986,00 101295990 3C 65 50 3 x 400 3,00 4,00 18 õ 45 21 õ 14

SHS4 65-160/05 1 549,00 107420980 3C 80 65 3 x 400 0,55 0,75 24 õ 54 4 õ 2

SHS4 65-160/07 1 555,00 107420990 3C 80 65 3 x 400 0,75 1,00 24 õ 57 5 õ 2

SHS4 65-160/11A 1 736,00 101296040 3C 80 65 3 x 400 1,10 1,50 24 õ 60 7 õ 3

SHS4 65-160/11 1 736,00 101296050 3D 80 65 3 x 400 1,10 1,50 24 õ 60 9 õ 3

SHS4 65-160/15 2 302,00 101296070 3D 80 65 3 x 400 1,50 2,00 24 õ 66 10 õ 4

SHS4 65-200/15 2 123,00 101296090 3D 80 65 3 x 400 1,50 2,00 27 õ 60 11 õ 5

SHS4 65-200/22 2 464,00 101296100 3D 80 65 3 x 400 2,20 3,00 27 õ 66 13 õ 7

SHS4 65-200/30 2 507,00 101296110 3D 80 65 3 x 400 3,00 4,00 27 õ 72 17 õ 9

SHS4 65-250/40 2 621,00 101296140 3D 80 65 3 x 400 4,00 5,50 30 õ 72 20 õ 12

SHS4 65-250/55 3 102,00 101296150 3D 80 65 3 x 400 5,50 7,50 30 õ 78 23 õ 15

SHS4 80-160/15 2 624,00 101296170 3D 100 80 3 x 400 1,50 2,00 36 õ102 8 õ 2

SHS4 80-160/22A 2 744,00 101296180 3D 100 80 3 x 400 1,85 2,50 36 õ108 9 õ 3

SHS4 80-160/22 2 744,00 101296190 3D 100 80 3 x 400 2,20 3,00 36 õ114 10 õ 4

SHS4 80-200/30 2 796,00 101296200 3D 100 80 3 x 400 3,00 4,00 45 õ120 12 õ 5

SHS4 80-200/40 2 947,00 101296210 3D 100 80 3 x 400 4,00 5,50 45 õ132 15 õ 7

SHS4 80-250/55 3 466,00 101296260 3D 100 80 3 x 400 5,50 7,50 45 õ126 20 õ 9

SHS4 80-250/75 3 466,00 101296270 3D 100 80 3 x 400 7,50 10,00 45 õ132 22 õ 12

SHS4 80-250/92 3 516,00 101296280 3D 100 80 3 x 400 9,20 12,50 45 õ144 26 õ 15

Q  [m
3
/h] H  [m]

Surface Pumps

Centrifugal electric pumps made of AISI 316 stainless steel in

compliance with EN 733. Version SHS with stub shaft and standard

motor

The three-phase Lowara PLM motors (1,1õ15kW

included) have efficiency values according to Efficiency

Class 1 (CEMEP agreement).

Port Power Performance
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Frame mounting - EN733 standard (1450 rpm) SHF4

Liquid temperature: -10 ÁC õ +120ÁC

Max operating pressure:12 bar

Speed: 50 Hz, 1450 min-1

Enclosure class: IP 55

Insulation class: F

Mechanical seal: Ceramic / Carbon / FPM (standard version)

Elastomers: FPM

Notes: Counterflanges not included

Type Price P.Number Fam Voltage

ú in out V kW Hp

SHF4 25-125/02A 1 725,00 107430520 3C 50 25 3 x 400 0,12 0,16 5 õ 12 4 õ 2

SHF4 25-125/02 1 726,00 107430530 3C 50 25 3 x 400 0,25 0,34 5 õ 14 5 õ 2

SHF4 25-160/02 1 757,00 107430540 3C 50 25 3 x 400 0,25 0,34 5 õ 12 6 õ 3

SHF4 25-160/03 1 798,00 107430550 3C 50 25 3 x 400 0,37 0,50 5 õ 15 8 õ 4

SHF4 25-200/03 1 890,00 107430560 3C 50 25 3 x 400 0,37 0,50 5 õ 14 9 õ 4

SHF4 25-200/05 1 830,00 107430570 3C 50 25 3 x 400 0,55 0,75 5 õ 15 12 õ 5

SHF4 25-250/07 2 364,00 107430580 3C 50 25 3 x 400 0,75 1,00 5 õ 15 13 õ 7

SHF4 25-250/11 2 481,00 3C 50 25 3 x 400 1,10 1,50 5 õ 16 17 õ 9

SHF4 25-250/15 2 522,00 3C 50 25 3 x 400 1,50 2,00 5 õ 17 20 õ 12

SHF4 32-125/02A 1 725,00 107430600 3C 50 32 3 x 400 0,12 0,16 5 õ 12 4 õ 2

SHF4 32-125/02 1 726,00 107430610 3C 50 32 3 x 400 0,25 0,34 5 õ 14 5 õ 2

SHF4 32-160/02 1 757,00 107430620 3C 50 32 3 x 400 0,25 0,34 5 õ 12 6 õ 3

SHF4 32-160/03 1 798,00 107430630 3C 50 32 3 x 400 0,37 0,50 5 õ 15 8 õ 4

SHF4 32-200/03 1 890,00 107430640 3C 50 32 3 x 400 0,37 0,50 5 õ 14 9 õ 4

SHF4 32-200/05 1 830,00 107430650 3C 50 32 3 x 400 0,55 0,75 5 õ 15 12 õ 5

SHF4 32-250/07 2 364,00 107430660 3C 50 32 3 x 400 0,75 1,00 5 õ 15 13 õ 7

SHF4 32-250/11 2 481,00 101296430 3C 50 32 3 x 400 1,10 1,50 5 õ 16 17 õ 9

SHF4 32-250/15 2 522,00 101296440 3C 50 32 3 x 400 1,50 2,00 5 õ 17 20 õ 12

SHF4 40-125/02A 1 725,00 107430680 3C 65 40 3 x 400 0,12 0,16 9 õ 21 3 õ 1

SHF4 40-125/02 1 798,00 107430690 3C 65 40 3 x 400 0,25 0,34 9 õ 24 5 õ 2

SHF4 40-125/03 1 762,00 107430700 3C 65 40 3 x 400 0,25 0,34 9 õ 25 6 õ 2

SHF4 40-160/03 1 812,00 107430710 3C 65 40 3 x 400 0,37 0,50 9 õ 24 7 õ 3

SHF4 40-160/05 1 755,00 107430720 3C 65 40 3 x 400 0,55 0,75 9 õ 25 9 õ 4

SHF4 40-200/07 1 901,00 107430730 3C 65 40 3 x 400 0,75 1,00 9 õ 24 11 õ 6

SHF4 40-200/11 1 999,00 101296540 3C 65 40 3 x 400 1,10 1,50 9 õ 25 13 õ 7

SHF4 40-250/11 2 586,00 101296550 3C 65 40 3 x 400 1,10 1,50 9 õ 22 15 õ 10

SHF4 40-250/15 2 623,00 101296560 3C 65 40 3 x 400 1,50 2,00 9 õ 24 17 õ 11

SHF4 40-250/22 2 915,00 101296570 3C 65 40 3 x 400 2,20 3,00 9 õ 26 20 õ 14

SHF4 50-125/03A 1 840,00 107430750 3C 65 50 3 x 400 0,30 0,40 18 õ 39 4 õ 2

SHF4 50-125/03 1 840,00 107430760 3C 65 50 3 x 400 0,37 0,50 18 õ 42 5 õ 2

SHF4 50-125/05 1 781,00 107430770 3C 65 50 3 x 400 0,55 0,75 18 õ 45 6 õ 2

SHF4 50-160/07 1 893,00 107430780 3C 65 50 3 x 400 0,75 1,00 18 õ 42 7 õ 4

SHF4 50-160/11 1 991,00 101296620 3C 65 50 3 x 400 0,90 1,20 18 õ 45 9 õ 5

SHF4 50-200/11 2 227,00 101296630 3C 65 50 3 x 400 1,10 1,50 18 õ 42 11 õ 5

SHF4 50-200/15 2 265,00 101296640 3C 65 50 3 x 400 1,50 2,00 18 õ 45 13 õ 6

SHF4 50-250/22A 2 946,00 101296650 3C 65 50 3 x 400 1,85 2,50 18 õ 42 16 õ 10

SHF4 50-250/22 2 955,00 101296660 3C 65 50 3 x 400 2,20 3,00 18 õ 44 18 õ 11

SHF4 50-250/30 3 019,00 101296670 3C 65 50 3 x 400 3,00 4,00 18 õ 45 21 õ 14

SHF4 65-160/05 2 504,00 107430800 3C 80 65 3 x 400 0,55 0,75 24 õ 54 4 õ 2

SHF4 65-160/07 2 502,00 107430810 3C 80 65 3 x 400 0,75 1,00 24 õ 57 5 õ 2

Q  [m
3
/h] H  [m]

Surface Pumps

Centrifugal electric pumps made of AISI 316 stainless steel in

compliance with EN 733. Version SHF With flexible coupling, adapter,

base and standard motor in compliance with EN 733 - DIN 24255.

The three-phase Lowara PLM motors (1,1õ15kW

included) have efficiency values according to Efficiency

Class 1 (CEMEP agreement).

Port Power Performance
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SHF4 65-160/11A 2 670,00 101296720 3C 80 65 3 x 400 1,10 1,50 24 õ 60 7 õ 3

SHF4 65-160/11 3 097,00 101296730 3D 80 65 3 x 400 1,1 1,5 24 õ 60 9 õ 3

SHF4 65-160/15 3 184,00 101296770 3D 80 65 3 x 400 1,5 2,0 24 õ 66 10 õ 4

SHF4 65-200/15 3 327,00 101296780 3D 80 65 3 x 400 1,5 2,0 27 õ 60 11 õ 5

SHF4 65-200/22 3 518,00 101296790 3D 80 65 3 x 400 2,2 3,0 27 õ 66 13 õ 7

SHF4 65-200/30 3 556,00 101296810 3D 80 65 3 x 400 3,0 4,0 27 õ 72 17 õ 9

SHF4 65-250/40 3 954,00 101296850 3D 80 65 3 x 400 4,0 5,5 30 õ 72 20 õ 12

SHF4 65-250/55 4 269,00 101296870 3D 80 65 3 x 400 5,5 7,5 30 õ 78 23 õ 15

SHF4 80-160/15 3 516,00 101296880 3D 100 80 3 x 400 1,5 2,0 36 õ102 8 õ 2

SHF4 80-160/22A 3 705,00 101296900 3D 100 80 3 x 400 1,9 2,5 36 õ108 9 õ 3

SHF4 80-160/22 3 705,00 101296910 3D 100 80 3 x 400 2,2 3,0 36 õ114 10 õ 4

SHF4 80-200/30 4 162,00 101296920 3D 100 80 3 x 400 3,0 4,0 45 õ120 12 õ 5

SHF4 80-200/40 4 284,00 101296930 3D 100 80 3 x 400 4,0 5,5 45 õ132 15 õ 7

SHF4 80-250/55 4 770,00 101296970 3D 100 80 3 x 400 5,5 7,5 45 õ126 20 õ 9

SHF4 80-250/75 4 777,00 101296980 3D 100 80 3 x 400 7,5 10,0 45 õ132 22 õ 12

SHF4 80-250/110 5 951,00 101296990 3D 100 80 3 x 400 9,2 12,5 45 õ144 26 õ 15
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Bare pump SHF

Liquid temperature: -10 ÁC õ +120ÁC

Max operating pressure:12 bar

Speed: -

Enclosure class: -

Insulation class: -

Mechanical seal: Ceramic / Carbon / FPM (standard version)

Elastomers: FPM

Notes: Counterflanges not included

Type Price P.Number Fam Voltage

ú in out V kW Hp

909,00 102209270 3C 50 25 --- 50 25 5 õ 12 5 õ 3

SHF 25-160/150 909,00 102209280 3C 50 25 --- 50 25 9 õ 24 24 õ 12

SHF 25-160/164 909,00 102209290 3C 50 25 --- 50 25 9 õ 27 32 õ 19

SHF 25-200/204 964,00 102209310 3C 50 25 --- 50 25 11 õ 32 70 õ 43

SHF 32-125/119 873,00 102209360 3C 50 32 --- 50 32 5 õ 11 4 õ 2

SHF 32-125/136 873,00 102209370 3C 50 32 --- 50 32 9 õ 24 20 õ 11

SHF 32-160/150 880,00 102209380 3C 50 32 --- 50 32 9 õ 24 24 õ 12

SHF 32-160/164 883,00 102209390 3C 50 32 --- 50 32 5 õ 16 12 õ 7

SHF 32-200/188 955,00 102209400 3C 50 32 --- 50 32 5 õ 15 14 õ 8

SHF 32-200/204 964,00 102209410 3C 50 32 --- 50 32 9 õ 27 48 õ 29

SHF 32-250/222 1 290,00 102209420 3C 50 32 --- 50 32 9 õ 24 52 õ 35

SHF 32-250/242 1 304,00 102209430 3C 50 32 --- 50 32 9 õ 26 67 õ 50

SHF 32-250/256 1 316,00 102209440 3C 50 32 --- 50 32 5 õ 16 28 õ 21

SHF 40-125/112 883,00 102209470 3C 65 40 --- 65 40 9 õ 20 3 õ 2

SHF 40-125/122 882,00 102209480 3C 65 40 --- 65 40 18 õ 42 17 õ 9

SHF 40-125/135 954,00 102209490 3C 65 40 --- 65 40 18 õ 43 20 õ 12

SHF 40-125/143 883,00 102209500 3C 65 40 --- 65 40 22 õ 54 32 õ 18

SHF 40-160/159 900,00 102209510 3C 65 40 --- 65 40 11 õ 27 11 õ 6

SHF 40-160/171 902,00 102209520 3C 65 40 --- 65 40 22 õ 58 51 õ 27

SHF 40-200/190 986,00 102209530 3C 65 40 --- 65 40 18 õ 48 45 õ 25

SHF 40-200/209 989,00 102209540 3C 65 40 --- 65 40 11 õ 30 20 õ 12

SHF 40-250/218 1 402,00 102209550 3C 65 40 --- 65 40 22 õ 50 87 õ 65

SHF 40-250/233 1 399,00 102209560 3C 65 40 --- 65 40 9 õ 23 17 õ 12

SHF 40-250/251 1 520,00 102209570 3C 65 40 --- 65 40 11 õ 31 29 õ 21

SHF 50-125/119 928,00 102209580 3C 65 50 --- 65 50 43 õ 86 22 õ 10

SHF 50-125/130 925,00 102209590 3C 65 50 --- 65 50 22 õ 47 7 õ 4

SHF 50-125/139 929,00 102209600 3C 65 50 --- 65 50 22 õ 50 8 õ 4

SHF 50-160/158 983,00 102209610 3C 65 50 --- 65 50 22 õ 50 11 õ 5

SHF 50-160/174 983,00 102209620 3C 65 50 --- 65 50 22 õ 54 13 õ 7

SHF 50-200/197 1 208,00 102209630 3C 65 50 --- 65 50 22 õ 50 17 õ 8

SHF 50-200/209 1 217,00 102209640 3C 65 50 --- 65 50 22 õ 52 20 õ 9

SHF 50-250/224 1 532,00 102209650 3C 65 50 --- 65 50 22 õ 47 23 õ 16

SHF 50-250/237  1 541,00 102209660 3C 65 50 --- 65 50 36 õ 83 72 õ 49

SHF 50-250/250  1 561,00 102209670 3C 65 50 --- 65 50 22 õ 52 30 õ 21

SHF 65-160/119  1 508,00 102209705 3C 80 65 --- 80 65 29 õ 65 6 õ 3

SHF 65-160/129  1 498,00 102209710 3C 80 65 --- 80 65 48 õ114 20 õ 10

SHF 65-160/137  1 514,00 102209720 3C 80 65 --- 80 65 29 õ 72 9 õ 5

SHF 65-160/140  1 504,00 102209730 3C 80 65 --- 80 65 29 õ 72 9 õ 5

SHF 65-160/146  2 011,00 102209735 3D 80 65 --- 80 65 40 õ100 24 õ 11

SHF 65-160/168  2 011,00 102209740 3D 80 65 --- 80 65 29 õ 68 13 õ 6

SHF 65-160/177  2 098,00 102209750 3D 80 65 --- 80 65 24 õ 60 10 õ 5

SHF 65-200/187  2 228,00 102209775 3D 80 65 --- 80 65 32 õ 72 16 õ 9

SHF 65-200/192  2 228,00 102209780 3D 80 65 --- 80 65 32 õ 68 17 õ 10

Q  [m
3
/h] H  [m]

Surface Pumps

Centrifugal electric pumps made of AISI 316 stainless steel in

compliance with EN 733. Version SHF bare pump

Port Power Performance
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SHF 65-200/203  2 228,00 102209790 3D 80 65 --- 80 65 65 õ144 79 õ 50

SHF 65-200/215  2 228,00 102209800 3D 80 65 --- 80 65 32 õ 76 22 õ 15

SHF 65-200/222  2 228,00 102209810 3D 80 65 --- 80 65 32 õ 86 24 õ 15

SHF 65-250/240  2 340,00 102209850 3D 80 65 --- 80 65 36 õ 76 28 õ 22

SHF 65-250/255  2 340,00 102209870 3D 80 65 --- 80 65 36 õ 79 33 õ 25

SHF 80-160/169  2 422,00 102209880 3D 100 80 --- 100 80 36 õ 99 8 õ 2

SHF 80-160/177  2 422,00 102209890 3D 100 80 --- 100 80 43 õ126 14 õ 5

SHF 80-160/186  2 422,00 102209900 3D 100 80 --- 100 80 43 õ133 16 õ 7

SHF 80-200/198  2 699,00 102209920 3D 100 80 --- 100 80 90 õ216 48 õ 26

SHF 80-200/220  2 699,00 102209930 3D 100 80 --- 100 80 54 õ158 22 õ 11

SHF 80-200/215  2 719,00 102209940 3D 100 80 --- 100 80 45 õ114 15 õ 8

SHF 80-200/226  2 546,00 102209950 3D 100 80 --- 100 80 90 õ240 66 õ 39

SHF 80-250/201  3 117,00 102209961 3D 100 80 --- 100 80 45 õ108 19 õ 12

SHF 80-250/237  2 698,00 102209970 3D 100 80 --- 100 80 45 õ108 19 õ 12

SHF 80-250/252  2 698,00 102209980 3D 100 80 --- 100 80 54 õ133 32 õ 22

SHF 80-250/270  2 698,00 102209990 3D 100 80 --- 100 80 54 õ137 38 õ 27
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Open-impeller in AISI 316

Liquid temperature: -10 ÁC õ +120ÁC

Max operating pressure:8 bar

Speed: 50 Hz, 2850 min-1

Enclosure class: IP 55

Insulation class: F

Mechanical seal: Standard: ceramica-carbone-FPM

Version K: silicon carbide-tungstene carbide-FPM

Notes: 4 poles (1450 rpm) on request

Type Price P.Number Fam Voltage

ú in out V kW Hp

COM 350/03 403,00 107350000 3A 1 İ1 ı 1 x 230 0,37 0,50 6 õ 18 7 õ 3

COM 350/05 417,00 107350010 3A 1 İ1 ı 1 x 230 0,55 0,75 6 õ 21 9 õ 4

COM 350/07 429,00 107350020 3A 1 İ1 ı 1 x 230 0,75 1,00 6 õ 23 11 õ 5

COM 350/09 433,00 107350030 3A 1 İ1 ı 1 x 230 0,90 1,20 6 õ 24 13 õ 6

COM 350/11 469,00 107350040 3A 1 İ1 ı 1 x 230 1,10 1,50 6 õ 27 14 õ 7

COM 350/15 495,00 107350050 3A 1 İ1 ı 1 x 230 1,50 2,00 6 õ 30 17 õ 7

COM 500/15 504,00 107350060 3A 2 1 İ 1 x 230 1,50 2,00 12 õ 42 14 õ 6

COM 500/22 637,00 101820070 3A 2 1 İ 1 x 230 2,20 3,00 12 õ 48 17 õ 8

CO 350/03 403,00 107350090 3A 1 İ1 ı 3 x 400 0,37 0,50 6 õ 18 7 õ 3

CO 350/05 417,00 107350100 3A 1 İ1 ı 3 x 400 0,55 0,75 6 õ 21 9 õ 4

CO 350/07 429,00 107350110 3A 1 İ1 ı 3 x 400 0,75 1,00 6 õ 23 11 õ 5

CO 350/09 433,00 107350120 3A 1 İ1 ı 3 x 400 0,90 1,20 6 õ 24 13 õ 6

CO 350/11 458,00 107350130 3A 1 İ1 ı 3 x 400 1,10 1,50 6 õ 27 14 õ 7

CO 350/15 487,00 107350140 3A 1 İ1 ı 3 x 400 1,50 2,00 6 õ 30 17 õ 7

CO 500/15 496,00 107350150 3A 2 1 İ 3 x 400 1,50 2,00 12 õ 42 14 õ 6

CO 500/22 544,00 107350160 3A 2 1 İ 3 x 400 2,20 3,00 12 õ 48 17 õ 8

CO 500/30 643,00 101820170 3A 2 1 İ 3 x 400 3,00 4,00 12 õ 54 21 õ 9

Version K: silicon carbide-tungstene carbide-FPM

COM 350/03K 458,00 107350000XN 3A 1 İ1 ı 1 x 230 0,37 0,50 6 õ 18 7 õ 3

COM 350/05K 472,00 107350010XN 3A 1 İ1 ı 1 x 230 0,55 0,75 6 õ 21 9 õ 4

COM 350/07K 484,00 107350020XN 3A 1 İ1 ı 1 x 230 0,75 1,00 6 õ 23 11 õ 5

COM 350/09K 490,00 107350030XN 3A 1 İ1 ı 1 x 230 0,90 1,20 6 õ 24 13 õ 6

COM 350/11K 525,00 107350040XN 3A 1 İ1 ı 1 x 230 1,10 1,50 6 õ 27 14 õ 7

COM 350/15K 551,00 107350050XN 3A 1 İ1 ı 1 x 230 1,50 2,00 6 õ 30 17 õ 7

COM 500/15K 559,00 107350060XN 3A 2 1 İ 1 x 230 1,50 2,00 12 õ 42 14 õ 6

COM 500/22K 692,00 101820070XN 3A 2 1 İ 1 x 230 2,20 3,00 12 õ 48 17 õ 8

CO 350/03K 458,00 107350090XN 3A 1 İ1 ı 3 x 400 0,37 0,50 6 õ 18 7 õ 3

CO 350/05K 472,00 107350100XN 3A 1 İ1 ı 3 x 400 0,55 0,75 6 õ 21 9 õ 4

CO 350/07K 486,00 107350110XN 3A 1 İ1 ı 3 x 400 0,75 1,00 6 õ 23 11 õ 5

CO 350/09K 490,00 107350120XN 3A 1 İ1 ı 3 x 400 0,90 1,20 6 õ 24 13 õ 6

CO 350/11K 513,00 107350130XN 3A 1 İ1 ı 3 x 400 1,10 1,50 6 õ 27 14 õ 7

CO 350/15K 542,00 107350140XN 3A 1 İ1 ı 3 x 400 1,50 2,00 6 õ 30 17 õ 7

CO 500/15K 553,00 107350150XN 3A 2 1 İ 3 x 400 1,50 2,00 12 õ 42 14 õ 6

CO 500/22K 599,00 107350160XN 3A 2 1 İ 3 x 400 2,20 3,00 12 õ 48 17 õ 8

CO 500/30K 698,00 101820170XN 3A 2 1 İ 3 x 400 3,00 4,00 12 õ 54 21 õ 9

Q  [m
3
/h] H  [m]

Surface Pumps

COM-CO

These pumps combine the advantages of an open impeller with those of the AISI 316 

stainless steel construction, which is particularly suited for handling moderately 

aggressive liquids with suspended solids.

Port Power Performance
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Open-impeller frame mounted in AISI 316

Liquid temperature: -10 ÁC õ +120ÁC

Max operating pressure:8 bar

Speed: 50 Hz, 2850 min
-1

Enclosure class: IP 55

Insulation class: F

Mechanical seal: Standard: ceramica-carbone-FPM

Version K: silicon carbide-tungstene carbide-FPM

Notes: 4 poles (1450 rpm) on request

Type Price P.Number Fam Voltage

ú in out V kW Hp

COF 350/03 1 494,00 107355330 3A 1 İ1 ı 3 x 400 0,37 0,50 6 õ 18 7 õ 3

COF 350/05 1 494,00 107355340 3A 1 İ1 ı 3 x 400 0,55 0,75 6 õ 21 9 õ 4

COF 350/07 1 494,00 107355350 3A 1 İ1 ı 3 x 400 0,75 1,00 6 õ 23 11 õ 5

COF 350/09 1 494,00 107355360 3A 1 İ1 ı 3 x 400 0,90 1,20 6 õ 24 13 õ 6

COF 350/11 1 497,00 107355370 3A 1 İ1 ı 3 x 400 1,10 1,50 6 õ 27 14 õ 7

COF 350/15 1 853,00 101827000 3A 1 İ1 ı 3 x 400 1,50 2,00 6 õ 30 17 õ 7

COF 500/15 1 855,00 101827010 3A 2 1 İ 3 x 400 1,50 2,00 12 õ 42 14 õ 6

COF 500/22 1 879,00 101827020 3A 2 1 İ 3 x 400 2,20 3,00 12 õ 48 17 õ 8

COF 500/30 2 502,00 101827030 3A 2 1 İ 3 x 400 3,00 4,00 12 õ 54 21 õ 9

Port Power Performance

Q  [m
3
/h] H  [m]

Surface Pumps

COF

Frame mounted or bare centrifugal pumps with open impeller (COF series)
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